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1. Overview and Operation

Overview

By connecting your Android mobile phone with HMI using a USB cable, the
internet connection of your phone can be shared with HMI.

This demo project introduces how to enable USB Tethering.

Applicable EasyBuilder Versions: EasyBuilder Pro V5.03.02

Applicable HMI OS Versions: 20151228 or later

Operation

To enable USB Tethering, connect your Android mobile phone with HMI using
a micro-USB cable or any USB data cable that is compatible with your phone.
And then activate USB Tethering on your phone as the example show below.

Tethering or hotspot active

([ Tethering & portable hotspot

USB tethering
Tethered

Portable Wi-Fi hotspot

Set up Wi-Fi hotspot

AndroidAP WPA2 PSK portable Wi-Fi hotspot

Bluetooth tethering
Not sharing this phone's Internet
connection

Use system registers LW-11380 and LW-11381 to monitor and control the

connection.

V1.00
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USB Tethering

USB Tethering enables HM| to use shared Internet connetion from USB
connected Android phones.

USB cable

Tethering

LW-11380: Connection (USB Tethering)
Stop Start

LW-11381: Connection status
Connected
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2. Setting up the Screen

Step 1. Create two Set Word objects, set address to LW-11380 for both of
them, and respectively set Attribute to write constant value 0 and

write constant valuel.

— — —
E———— T —
Genssal | Security | Shape [ Label | Pwotile | Generel | Secwrity | Shape | Label | Puotile |
Comment ‘ | Comment ‘ |
Wiite address Wiite address
PLC : [Laral HMI [ Settings FLC : [Local HMI ~ [ Settings.
Address: (L W-11380 (16bif) : stop (set O)istact (et 1) ... ) JL6-b#t Unsigaed Address: [ W-11380 (16bif) : stop (set O)istact (et 1) .. v ) JL6-b#t Unsigaed
Write after button is released Write after button is released
Notification Notification
[T] Enable [T] Enable
Atteibute Atteibute
Set3tyle | Write constant value v] Set3tyle | Write constant value V]
Setvalue . 0 Setvalue : 1

Step 2. Create a Word Lamp, set address to LW-11381, and set no. of states
to 6. In the Label tab, enter the following labels respectively for each

state, for monitoring connection status: 0:No device, 1:Disconnected,

2:Connected, 3:Failed, 4:0S not supported, 5:HMI not supported
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General Tab settings

— T
Word Lamp/Multi-State Switch Object's Properties
General | Security | Sheps | Label | Profile |
Comment : | |
@ Word Lamp () Mulki-State Switch
Mode : [Value v]
Offset: O
Fead address
PLC: [Local HMI » |[Setings..
Address: [LW-11381 (16bif) : connection statvs Do w | | [16-bit Unsigned
Attribute
Hide pictoredshape if no coresponding pictore for cunent state

Label Tab settings

— —
Word Lamp/Multi-State Switch Object's Properties

| Genewal | Secusity | Shope | Label | Profile |

¥
[Tz label library

Label Libraxy...

Convert labels fo bitmap images (Use bitmap font)

e, S IEEDDE@
Fout: Calibri -
Color : |w Bize : 18 -
[ Ttalic [ rnderline
Cuplicate these attributes to

Movement

T —

Content Preview with actoal font size
No device

[ Diplicate this label to every state ]




